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and Components Location

Components Location

1. Fuel Tank 

2. Fuel Pump 

3. Sub Fuel Sender 

4. Fuel Filter 

5. Fuel Pressure Regulator 

6. Canister 

7. Fuel Tank Air Filter 

8. Fuel Tank Band 

9. Fuel Tank Pressure Sensor (FTPS) 

10. Canister Close Valve (CCV) 

11. Fuel Level Sensor (FLS) 

12. Fuel Filler Hose 

13. Leveling Hose 

14. Ventilation Hose 

15. Suction Hose 
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procedures

Fuel Pressure Test







GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > Fuel 

Tank > Repair procedures

Removal

1. Preparation 

(1) Remove the rear seat cushion (Refer to “Seat” in BD group). 

(2) Remove the service cover of the fuel pump (A). 

(3) Disconnect the fuel pump connector (A). 

(4) Idle the engine and wait until fuel in feed line is exhausted. 

(5) After engine stops, turn the ignition switch OFF. 

2. Disconnect the fuel feed tube quick-connector (A). 

3. Remove the service cover of the sub fuel sender (A). 



4. Disconnect the sub fuel sender connector (A). 

5. Remove the service cover of the canister (A) in trunk room. 

6. Disconnect the vapor tube quick-connector (A).  

7. Lift the vehicle. 

8. Remove the center muffler assembly (Refer to “Intake And Exhaust System” in EM group). 



9. Remove the propeller shaft (Refer to “Propeller Shaft Assembly” in DS group). 

10. Disconnect the fuel filler hose (A) and the leveling hose (B). 

11. Remove the brake line bracket installation bolt (A). 

12. Detach the parking brake cable (A) from the fuel tank. 

13. Remove the fuel tank (C) from the vehicle after removing the mounting nuts (B). 

Installation

1. Installation is reverse of removal. 

Fuel tank band installation nut: 

39.2 ~ 54.0 N.m (4.0 ~ 5.5 kgf.m, 28.9 ~ 39.8 lb-ft) 



GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > Fuel 

Pump > Repair procedures

Removal

1. Preparation 

(1) Remove the rear seat cushion (Refer to “Seat” in BD group). 

(2) Remove the service cover of the fuel pump (A). 

(3) Disconnect the fuel pump connector (A). 

(4) Idle the engine and wait until fuel in feed line is exhausted. 

(5) After engine stops, turn the ignition switch OFF. 

2. Disconnect the fuel feed tube quick-connector (A) and the suction tube quick-connector (B). 

3. Remove the fuel pump from the fuel tank after removing the installation bolts (C). 



Installation

1. Installation is reverse of removal. 

Fuel pump installation bolt : 

2.0 ~ 2.9 N.m (0.2 ~ 0.3 kgf.m, 1.4 ~ 2.2 lb-ft) 

When installing the fuel pump module, be careful not to get the seal-ring entangled. 



GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > Sub Fuel 

Sender > Repair procedures

Removal

1. Preparation 

(1) Remove the rear seat cushion (Refer to “Seat” in BD group). 

(2) Remove the service cover of the fuel pump (A). 

(3) Disconnect the fuel pump connector (A). 

(4) Idle the engine and wait until fuel in feed line is exhausted. 

(5) After engine stops, turn the ignition switch OFF. 

2. Remove the service cover of the sub fuel sender (A). 

3. Disconnect the sub fuel sender connector (A). 



4. Disconnect the suction tube quick-connector (B). 

5. Remove the sub fuel sender from the fuel tank after removing the installation bolts (C). 

Installation

1. Installation is reverse of removal. 

Sub fuel sender installation bolt : 

2.0 ~ 2.9 N.m (0.2 ~ 0.3 kgf.m, 1.4 ~ 2.2 lb-ft) 

When installing the sub fuel sender, be careful not to get the seal-ring entangled.  
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Filter > Repair procedures

Replacement

1. Remove the fuel pump (Refer to “Fuel Pump” in this group). 

2. Disconnect the electric pump wiring connector (A) and the fuel sender connector (B). 

3. Remove the fuel sender (C). 

4. Disconnect the fuel feed line (A) from the fuel filter. 

5. Separate the head assembly (B) with the hooks (C) released. 

6. Disconnect the regulator hose (A) from the fuel filter (B). 

7. Separatate the fuel filter (B) from the reservior (D) with the hooks (C) released. 





GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > Filler-Neck 

Assembly > Repair procedures

Removal

1. Disconnect the fuel filler hose (A) and the leveling hose (B). 

2. Disconnect the vapor hose quick-connector (A) after removing the trunk luggage trim. 

3. Remove the rear-LH wheel, tire, and the inner wheel house. 

4. Remove the filler-neck installation bolts (A). 

5. Remove the filler-neck assembly from the vehicle after removing the vapor hose mounting bolts (A) and the 

bracket mounting bolts (B). 



Installation

1. Installation is reverse of removal. 

Filler-neck assembly installation bolt : 

7.8 ~ 11.8 N.m (0.8 ~ 1.2 kgf.m, 5.8 ~ 8.7 lb-ft) 

Filler-neck assembly installation nut : 

3.9 ~ 5.9 N.m (0.4 ~ 0.6 kgf.m, 2.9 ~ 4.3 lb-ft) 



GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery 

System > Accelerator Pedal > Repair procedures

Removal

1. Turn the ignition switch OFF and disconnect the negative (-) battery cable. 

2. Disconnect the accelerator position sensor connector (A). 

3. Remove the accelerator pedal in the direction of "Remove Direction" in the figure after removing the mounting bolt 

(B). 

Installation

1. Installation is reverse of removal. 

Accelerator pedal module installation bolt : 

3.9 ~ 5.9 N.m (0.4 ~ 0.6 kgf.m, 2.9 ~ 4.3 lb-ft) 
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