GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > Components
and Components Location

Components Location
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. Fuel Tank 9. Fuel Tank Pressure Sensor (FTPS)
. Fuel Pump 10. Canister Close Valve (CCV)

. Sub Fuel Sender 11. Fuel Level Sensor (FLS)

. Fuel Filter 12. Fuel Filler Hose

. Fuel Pressure Regulator 13. Leveling Hose

. Canister 14. Ventilation Hose

. Fuel Tank Air Filter 15. Suction Hose

. Fuel Tank Band




GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > Repair
procedures

Fuel Pressure Test

1. PREPARING

1. Remove the rear seat cushion (Refer to "Seat" in BD group).
2. Remove the service cover of the fuel pump (A)

2. RELEASE THE INTERNAL PRESSURE

1. Disconnect the fuel pump connector (A).

2. Start the engine and wait until fuel in fuel line is exhausted.

3. After the engine stalls, turn the ignition switch to OFF position
and disconnect the negative (-) terminal from the battery.

(W] vore

Be sure o reduce the fuel prassure before disconnecting the fuel feed
hose, othenwse fuel will spil out,

3. INSTALL THE SPECIAL SERVICE TOOL (SST) FOR MEASURING THE FUEL PRESSURE

1. Disconnect the fuel feed hose from the delivery pipe.

/1 cAUTION

Cover the hose connection with a shop towe! o prevent splashing of fuel caused by residual pressure in the fuel line.

Install the Fuel Pressure Gage Adapter (09353-38000) between the delivery pipe and the fuel feed hose,
Connect the Fuel Pressure Gage Connector (09353-24000) to the Fuel Pressure Gage Adapter (09353-38000).
Connect the Fuel Pressure Gage and Hose ((8353-24100) to Fuel Pressure Gage Connector (08353-24000).
Connect the fuel feed hose to the Fuel Prassure Gage Adapter (09353-38000).
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Fuel Pressure Gauge
and Hosa
(09353-24100)

Fuel Pressure Gauge
Connaclor
(09353-24000)

Dalivery Pipe
Fuel Fesd Hose mip ]l

Fuel Pressure Gauge Adapter
[(09363-38000)




4. INSPECT FUEL LEAKAGE ON CONNECTION

1. Connect the battery negative (-) terminal.
2. Apply battery voltage to the fuel pump terminal and activate the fuel pump. With fuel pressure applied,
check that there is no fuel leakage from the fuel pressure gauge or connection part.

5. FUEL PRESURE TEST

Diconnect the negative (-) terminal from the battery.
Connect the fuel pump connector.

Connect the battery negative (-) terminal.

Start the engine and measure the fuel pressure at idle.

bl S

Standard Value: 379.5kPa (3.87kgf/cm?, 55.0psi)

®  If the measured fuel pressure differs from the standard value, perform the necessary repairs
using the table below.

Condition Frobable Cause Suspected Area
Clogged fuel filter Fuel filter
Fuel Pressure too low Fuel leak on the fuel-pressure

regulator that is assembled
on fuel pump because of poor | Fuel Pressure Regulator
seating of the fuel-pressure
regulator.

Sticking fuel pressure

Fuel Pressuretoo High | 1ator

Fuel Pressure Regulator

5. Stop the engine and check for a change in the fuel pressure gauge reading.

After engine stops, the gage reading should hold for about 5 minutes

® Observing the declination of the fuel pressure when the gage reading drops and perform the
necessary repairs using the table below.

Condition Probable Cause Supected Area
Fuel pressure drops
slowly after engine is Injector leak Injector
stopped

Fuel pressure drops
immediately after engine
is stopped

The check valve within the

) Fuel Pump
fuel pump is open




6. RELEASE THE INTERNAL PRESSURE

1. Disconnect the fuel pump connector (A).
2. Start the engine and wait until fuel in fuel line is exhausted. L

3. After the engine stalls, tum the ignition switch to OFF position

and diconnect the negative (-) terminal from the battery.

W] vore

Be sure [o reduce the fuel prassure before disconnecting the fuel feed
hose, atherwise el will spill out,

7. REMOVE THE SPECIAL SERVICE TOOL (SST) AND CONNECT THE FUEL LINE

1.

Disconnect the Fuel Pressure Gage and Hose (09353-24100) from the Fuel Pressure Gage Connector
(09353-24000),

Disconnect the Fuel Pressure Gage Connector (09353-24000) from the Fuel Pressure Gage Adapter
(09353-38000).

Disconnect the fuel feed hose from the Fuel Pressure Gage Adapter (09353-38000).

Disconnect the Fuel Pressure Gage Adapter (09353-38000) from the delivery pipe.

/1 cAUTION
Cover the hose conneclion with a shop towe! to prevent splashing of fuel caused by residual pressure it the fuel fine,

. Connect the fuel feed hose to the delivery pipe.

8. INSPECT FUEL LEAKAGE ON CONNECTION

Connect the battery negative (-) terminal.

Apply battery voltage to the fuel pump terminal and activate the fuel pump. With fuel pressure applied,
check that there is no fuel leakage from the fuel pressure gauge or connection part.

If the vehicle is normal, connect the fuel pump connector.




GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > Fuel
Tank > Repair procedures

Removal

1. Preparation
(1) Remove the rear seat cushion (Refer to “Seat” in BD group).

(2) Remove the service cover of the fuel pump (A).

(4) Idle the engine and wait until fuel in feed line is exhausted.

(5) After engine stops, turn the ignition switch OFF.

2. Disconnect the fuel feed tube quick-connector (A).

3. Remove the service cover of the sub fuel sender (A).




4. Disconnect the sub fuel sender connector (A).

5. Remove the service cover of the canister (A) in trunk room.

6. Disconnect the vapor tube quick-connector (A).

7. Lift the vehicle.

8. Remove the center muffler assembly (Refer to “Intake And Exhaust System” in EM group).



9. Remove the propeller shaft (Refer to “Propeller Shaft Assembly” in DS group).

10. Disconnect the fuel filler hose (A) and the leveling hose (B).

11. Remove the brake line bracket installation bolt (A).

13. Remove the fuel tank (C) from the vehicle after removing the mounting nuts (B).

Installation

1. Installation is reverse of removal.

Fuel tank band installation nut:
39.2 ~54.0 N.m (4.0 ~ 5.5 kgf.m, 28.9 ~ 39.8 Ib-ft)



GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > Fuel
Pump > Repair procedures

Removal

1. Preparation
(1) Remove the rear seat cushion (Refer to “Seat” in BD group).

(2) Remove the service cover of the fuel pump (A).

(4) Idle the engine and wait until fuel in feed line is exhausted.

(5) After engine stops, turn the ignition switch OFF.

2. Disconnect the fuel feed tube quick-connector (A) and the suction tube quick-connector (B).

3. Remove the fuel pump from the fuel tank after removing the installation bolts (C).




Fuel Level Slensn:r (FLE)

Installation

1. Installation is reverse of removal.

Fuel pump installation bolt :
20~29N.m (0.2 ~0.3 kgf.m, 1.4 ~ 2.2 Ib-ft)

CaldTIon

When installing the fuel pump module, be careful not to get the seal-ring entangled.




GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > Sub Fuel
Sender > Repair procedures

Removal

1. Preparation
(1) Remove the rear seat cushion (Refer to “Seat” in BD group).

(2) Remove the service cover of the fuel pump (A).

(4) Idle the engine and wait until fuel in feed line is exhausted.

(5) After engine stops, turn the ignition switch OFF.

2. Remove the service cover of the sub fuel sender (A).

3. Disconnect the sub fuel sender connector (A).




4. Disconnect the suction tube quick-connector (B).

5. Remove the sub fuel sender from the fuel tank after removing the installation bolts (C).

Fuel Level Sensor (FLS)

Installation

1. Installation is reverse of removal.

Sub fuel sender installation bolt :
2.0~29N.m (0.2 ~0.3 kgf.m, 1.4 ~ 2.2 Ib-ft)

CaldTIon

When installing the sub fuel sender, be careful not to get the seal-ring entangled.




GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > Fuel
Filter > Repair procedures

Replacement
1. Remove the fuel pump (Refer to “Fuel Pump” in this group).

2. Disconnect the electric pump wiring connector (A) and the fuel sender connector (B).

3. Remove the fuel sender (C).

4. Disconnect the fuel feed line (A) from the fuel filter.

5. Separate the head assembly (B) with the hooks (C) released.

6. Disconnect the regulator hose (A) from the fuel filter (B).

7. Separatate the fuel filter (B) from the reservior (D) with the hooks (C) released.




Fuel Filter

Fuel Prassure ——
Regulator

Fuel Sender



GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery System > FillerNeck
Asemly > Repair procedures

Removal

1. Disconnect the fuel filler hose (A) and the leveling hose (B).

2. Disconnect the vapor hose quick-connector (A) after removing the trunk luggage trim.

3. Remove the rear-LH wheel, tire, and the inner wheel house.

4. Remove the filler-neck installation bolts (A).
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5. Remove the filler-neck assembly from the vehicle after removing the vapor hose mounting bolts (A) and the
bracket mounting bolts (B).




Installation

1. Installation is reverse of removal.

Fillerneclassemly installation blt :
7.8~11.8 N.m (0.8 ~ 1.2 kgf.m, 5.8 ~ 8.7 Ib-ft)
Fillerneclassemly installation nut :
3.9~59N.m (0.4 ~0.6 kgf.m, 2.9 ~ 4.3 Ib-ft)



GENESIS COUPE(BK) >2010 > G 2.0 DOHC > Fuel System > Fuel Delivery
System > Acelerator Pedal > Repair procedures

Removal
1. Turn the ignition switch OFF and disconnect the negative (-) battery cable.

2. Disconnect the accelerator position sensor connector (A).

Removal Direclion

3. Remove the accelerator pedal in the direction of "Remove Direction” in the figure after removing the mounting bolt

(B).

Iatallation

1. Installation is reverse of removal.

Bcelerator pedal module istallatiorblt :
3.9~59N.m (0.4 ~0.6 kgf.m, 2.9 ~ 4.3 Ib-ft)




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


